dahl-€CO mini-ball” Valve DS - 426.LF

New June/16
Lead-Free Compliant - Plumbing
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#511-01-31
For Brass Finish Specify #521-01-31 Bl N -
Cv=approx. 3.0

1.4" Nl

#611-01- 31
1/2 Dual (C or M) x 3/8 OD Compression
For Brass Finish Specify #621-01-31
Cv=approx. 1.8

MAX. | Handle Closed =14"
Depth | Loose Key with Screwdriver Slot =1.0"

Text Below Represents Plated Finish

1. Handle - Nickel Plated Zinc 7. Tapered Sleeve - Brass

2. Spindle - Nickel Plated Brass 8. End - 3/8 OD Compression - Nickel Plated Brass

3. Handle Stop Cap - Nickel Plated Brass 9. Ball - Plated Brass

4. O-Ring - EPDM 10. Body - Chrome Plated Brass

5. O-Ring - Fluorocarbon (FKM) 11. Seals - PTFE

6. Nut - 3/8 OD Compression - Plated Brass 12. End - 1/2 Dual (C or M) - Nickel Plated Brass
Working Pressure: 250 psi / 250°F °@a , UPC, Designed and Manufactured in
depending on pipe material. NSF / ANSI 61-G Canada

NSF / ANSI 372

Also available: Loose Key with Screwdriver Slot operation
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We reserve the right to alter prices and/or technical details without notice



